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AstroPlast
Kunststofftechnik GmbH & CoKG

Am Gelben Berg 5
D-59846 Sundern-Westenfeld

Telefon +49 (0) 29 33 · 840-0
Telefax +49 (0)  29 33 · 840-10

Internet: http://www.astroplast.de
e-mail: info@astroplast.de

Packaging and weights (Non-returnable)
Article Weight Contents Cardboard (mm) Gross Capacity

g Qty L W H kg m3

_________________________________________________________________________________________________________________________

SO 560-280/76,2 8200 15 1300   x 1100 x 2110 143 3,017

VM 630-280/36 10330 15 1300   x 1100 x 2090 175 2,989

VM 630-280/127 10330 15 1300   x 1100 x 2090 175 2,989

VM 630-315/36 9600 24 1300   x 1100 x 1960 250 2,803

VM 630-315/40 9600 24 1300   x 1100 x 1960 250 2,803

VM 630-315/127 9600 24 1300   x 1100 x 1960 250 2,803

Packaging and weights (Returnable)
Article Weight Contents Europallet Gross Capacity

(1200 x 800 mm)

g Qty H-mm kg m3

__________________________________________________________________________________________________________________________

SO 560-280/76,2 8200 6 1350 70 1,296

VM 630-280/76,2 10330 10 2100 125 2,016

VM 630-280/127 10330 10 2100 125 2,016

VM 630-315/36 9600 16 1990 175 1,910

VM 630-315/40 9600 16 1990 175 1,910

VM 630-315/127 9600 16 1990 175 1,910



Delivery spools for wire, cable
and flexible cords

· Spools with cylindrical barrel

· Spools according DIN 46395

· made of ABS, PS, PS-TSG or ABS-TSG
(other materials on request)

For details on packaging turn page – for material types and quality features see extra pages.

AstroPlast reserve the right to make technical changes to the range detailed in this brochure.

Type d1 d2 d3 d4 d6 d8 l1 l2 Weight Winding

mm mm mm mm mm mm mm mm g cap. dm3

_________________________________________________________________________________________

SO 560-280/76,2 560 280 76+0,4 – – – 394 340 8200 46,758

VM 630-280/36 630 280 36+0,5 60 – – 390 340 10330 64,913

VM 630-280/127 630 280 127+0,5 146 – – 390 340 10330 64,913

VM 630-315/36 630 315 36+0,5 60 – – 230 180 9600 31,422

VM 630-315/40 630 315 40+0,5 60 – – 230 180 9600 31,422

VM 630-315/127 630 280 127+0,5 146 – – 230 180 9600 31,422

Special bore d3 on request.
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