
03
 /

 2
00

2

AstroPlast
Kunststofftechnik GmbH & CoKG

Am Gelben Berg 5
D-59846 Sundern-Westenfeld

Telefon +49 (0) 29 33 · 840-0
Telefax +49 (0)  29 33 · 840-10

Internet: http://www.astroplast.de
e-mail: info@astroplast.de

Packaging and weights (Non-returnable)
Article Weight Contents Cardboard (mm) Gross Capacity Contents One-trip pallet (mm) Gross Capacity

g Qty L W H kg m3 Qty L W H kg m3

_________________________________________________________________________________________________________________________________

SD 100 56 448 620  x 550  x 400 26,0 0,126 7168 1250 x 1100 x 1750 424,5 2,406

SD 300 I 649 272 1200 x 1100 x 1900 203,0 2,508

SD 300 II 642 272 1200 x 1100 x 1900 203,0 2,508

SD 370 H 445 240 1400 x 1100 x 1800 122,0 2,926

SD 390 H 515 198 1200 x 1100 x 2100 117,0 2,772

Packaging and weights (Returnable)
Article Weight Contents Cardboard (mm) Gross Capacity Contents Europallet

(1200 x 800 mm) Gross Capacity

g Qty L W H kg m3 Qty H – mm kg m3

_________________________________________________________________________________________________________________________

SD 100 56 230 600 x 390 x 350 14,0 0,082 4600 1.900 298,0 1,824

SD 300 I 649 240 2.200 176,0 2,112

SD 300 II 642 240 2.200 174,0 2,112

SD 370 H 445 120 1.950 73,0 1,872

SD 390 H 515 120 1.950 82,0 1,872



Welding spools · acc. to DIN EN 759
former DIN 8559

· made of PS or ABS

Coil spoolPin spool

For details on packaging turn page – for material types and quality features see extra pages.

AstroPlast reserve the right to make technical changes to the range detailed in this brochure.

Type d1  d3 d4 d6 d7 d20 b e1 e3 l2 Weight Winding Wire weight
g cap. dm3 Fe kg

_________________________________________________________________________________________________________________________

Pin spools acc. to DIN EN 759

SD 100 100 16,5 + 1  — 3,0   5x2 38 45  — 46,5 39,0 56 0,258 1,5

SD 300 I 300 51,5 + 1 11 3,2   5x4 212 103 44,5 144 90,6 649 3,220 15,0

SD 300 II 300 51,5 + 1 11 3,2   5x5 212 103 44,5 144 91,6 642 3,220 15,0

Coil spool, non-standardized type

SD 370 H 370  304  — 3,1   5x2,5 310 87,5  — 181,5 79,0 445 2,563 14,0

SD 390 H 390  305  — 3,8   7x3,5 310 88,6  — 190 80,0 515 3,518 19,0

For appropriate orders the customers can specify changes to bore, wire insertion holes and colour.

Available with spools SD 300 I/II,  please note the choice in traverse (dimension l2)
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