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AstroPlast
Kunststofftechnik GmbH & CoKG

Am Gelben Berg 5
D-59846 Sundern-Westenfeld

Telefon +49 (0) 29 33 · 840-0
Telefax +49 (0)  29 33 · 840-10

Internet: http://www.astroplast.de
e-mail: info@astroplast.de

Packaging and weights (Non-returnable)
Article Weight Contents Cardboard (mm) Gross Capacity Contents One-trip pallet (mm) Gross Capacity

g Qty L W H kg m3 Qty L W H kg m3

_________________________________________________________________________________________________________________________________

SF 76/45 69 162 570  x 415  x 290 11,7 0,069 3240 1200 x 830 x 1630 249,0 1,623

SF 125 160 120 800  x 530  x 420 20,5 0,178 1320 1200 x 1100 x 1800 240,5 2,376

SF 160 315 30 530  x 335  x 500 10,6 0,089 720 1200 x 1000 x 1850 269,5 2,220

SF 200 575 432 1250 x 1100 x 1800 263,4 2,475

SFL 200/315 875 150 1200 x 1100 x 1780 146,3 2,350

Packaging and weights (Returnable)
 Article Weight Contents Cardboard (mm) Gross Capacity Contents Europallet Gross Capacity

(1200 x 800 mm)

g Qty L W H kg m3 Qty H – mm kg m3

_________________________________________________________________________________________________________________________

SF 76/45 69 202 600 x 390 x 350 15,0 0,082 4040 1.900 319,0 1,824

SF 125 160 120 800 x 530 x 420 20,5 0,178 960 1.800 184,0 1,728

SF 160 315 600 1.850 210,0 1,776

SF 200 575 320 1.800 205,0 1,728

SFL 200/315 875 120 1.780 125,0 1,709



In the usually necessary to despool fine wire from overhead

especially in an intermittent process. If the wire is lying close

to the flange on the spool with cylindrical flanges with wire

may break when accelerated from rest.

Spools with conical flange and a flange inclination of 45°

solve the problem. They ensure that fine wires are always

spooled perfectly parallel even at the points of reversal, this

being a precondition for trouble-free despooling.

Cylindrical barrelled delivery spools
with conical flanges

· acc. to DIN IEC 264-5

· made of PS or ABS

The spools SF 125
and SF 160 are
provided with
gripping facilities
near the bore.

The spools SF 200
and SF 200/315
can be equipped
with a handle.

For details on packaging turn page – for material types and quality features see extra pages.

AstroPlast reserve the right to make technical changes to the range detailed in this brochure.

Type d1 d2     d3 d4 d5 e1 l1       l2 y z Weight Winding Wire
g cap. weight

dm3 CU kg
__________________________________________________________________________________________________________

SF 76/45 1)    63,5 44 16 + 0,2 17  —  — 86,3 60 ± 0,5 0,20 0,2 69 0,096 0,3

SF 125 125 71 16 + 0,2 24 7 20 125 65 ± 0,6 0,30 0,2 160 0,637 2,8

SF 160 160 90 22 + 0,2 34 13 32 160 85 ± 0,7 0,30 0,2 315 1,434 6,0

SF 200 2) 200 112 22 + 0,2 34 13 32 200 106 ± 0,8 0,40 0,25 575 2,842 12,0

SFL 200/315 1,3) 200 112 22 + 0,2 34 13 32 315 221 ± 0,8 0,40 0,25 875 4,179 17,8

1) Non standardized.

2) With handle weight: 600 g

3) With handle weight: 900 g
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