
AstroPlast
Kunststofftechnik GmbH & CoKG

Am Gelben Berg 5
D-59846 Sundern-Westenfeld

Telefon +49 (0) 29 33 · 840-0
Telefax +49 (0)  29 33 · 840-10

Internet: http://www.astroplast.de
e-mail: info@astroplast.de

03
 /

 2
00

2

Packaging and weights (Non-returnable)
Article Weight Contents Cardboard (mm) Gross Capacity Contents One-trip pallet (mm) Gross Capacity

g Qty L W H kg m3 Qty L W H kg m3

_________________________________________________________________________________________________________________________________

K  63 40 312 570  x 415  x 290 13,4 0,069 6240 1200  x 830  x 1630 283,0 1,623

K  80 70 350 620  x 550  x 400 25,5 0,126 5600 1250  x 1100  x 1800 423,0 2,475

K 100 125 192 620  x 550  x 400 25,0 0,126 3072 1250  x 1100  x 1800 415,0 2,475

K 125 200 84 620  x 550  x 400 17,6 0,126 1344 1250  x 1100  x 1750 296,5 2,406

K 160 350 640 1200  x 1100  x 1900 239,0 2,508

K 200 600 336 1200  x 1050  x 1900 217,0 2,394

K 200S 660 336 1200  x 1050  x 1900 237,0 2,394

K 200/30 600 336 1200  x 1050  x 1900 217,0 2,394

K 200/32 600 336 1200  x 1050  x 1900 217,0 2,394

K 200/36 600 336 1200  x 1050  x 1900 217,0 2,394

K 250 1050 240 1300  x 1100  x 1900 267,0 2,717

K 250/32 1050 240 1300  x 1100  x 1900 267,0 2,717

K 250/36 1050 240 1300  x 1100  x 1900 267,0 2,717

K 355 1850 81 1200  x 1100  x 1960 165,0 2,574

Packaging and weights (Returnable)
Article Weight Contents Cardboard (mm) Gross Capacity Contents Europallet

(1200 x 800 mm) Gross Capacity

g Qty L W H kg m3 Qty H – mm kg m3

_________________________________________________________________________________________________________________________

K  63 40 420 600 x 390 x 350 18,0 0,082 8400 1.900 376,0 1,824

K  80 70 196 600 x 390 x 350 15,0 0,082 3920 1.900 314,0 1,824

K 100 125 144 780 x 360 x 450 19,0 0,126 1728 1.950 253,0 1,872

K 125 200 108 800 x 530 x 420 23,0 0,178 864 1.750 206,0 1,694

K 125 200 1001 1.250 220,0 1,200

K 160 350 540 1.800 209,0 1,728

K 200 600 224 1.900 154,0 1,824

K 200S 660 224 1.900 168,0 1,824

K 200 / 30 600 224 1.900 154,0 1,824

K 200 / 32 600 224 1.900 154,0 1,824

K 200 / 36 600 224 1.900 154,0 1,824

K 250 1050 120 1.900 146,0 1,824

K 250 / 32 1050 120 1.900 146,0 1,824

K 250 / 36 1050 120 1.900 146,0 1,824

K 355 1850 54 1.960 120,0 1,872



Cylindrical barrelled delivery spools · acc. DIN IEC 264-2,
former DIN 46399

· Returnable spools
with open honeycomb ribbing
or with open spoke ribbing

· made of PS, ABS or PA

For details on packaging turn page – for material types and quality features see extra pages.

AstroPlast reserve the right to make technical changes to the range detailed in this brochure.

Type d1 d2      d3 d4 d5 d6 e1 l1        l2 y z Weight Winding Wire weight
 g cap. dm3 CU kg

________________________________________________________________________________________________________________________________

K  63 1) 63 40 11 + 0,1 15 5,5 2 15 63 49 ± 0,15 0,15 0,4 40 0,059 0,4

K  80 1) 80 50 16 + 0,2 24 7,0 2 20 80 64 ± 0,15 0,15 0,6 70 0,135 0,9

K 100 100 63 16 + 0,2 24 7,0 2 20 100 80 ± 0,2 0,20 0,6 125 0,260 1,6

K 125 125 80 16 + 0,2 24 7,0 3 20 125 100 ± 0,2 0,20 0,6 200 0,448 2,9

K 160 160 100 22 + 0,2 34 13,0 3 32 160 128 ± 0,2 0,30 0,6 350 0,965 6,3

K 200 200 125 22 + 0,2 34 13,0 3 32 200 160 ± 0,3 0,30 0,6 600 2,108 14,0

K 200 S 5) 200 125 22 + 0,2 34 13,0 3 32 200 160 ± 0,3 0,30 0,6 660 2,108 14,0

K 200/30 2) 200 125 30 + 0,5 42 13,0 3 32 200 160 ± 0,3 0,30 0,6 600 2,108 14,0

K 200/32 2) 200 125 32 ± 0,3 42 13,0 3 32 200 160 ± 0,3 0,30 0,6 600 2,108 14,0

K 200/36 2) 200 125 36 + 0,5 42 13,0 3 32 200 160 ± 0,3 0,30 0,6 600 2,108 14,0

K 250 250 160 22 + 0,2 34 13,0 4 32 200 160 ± 0,4 0,40 1,0 1050 3,431 22,0

K 250/32 2) 250 160 32 + 0,5 37 13,0 4 32 200 160 ± 0,4 0,40 1,0 1050 3,431 22,0

K 250/36 2) 250 160 36 + 0,5 42 13,0 4 32 200 160 ± 0,4 0,40 1,0 1050 3,431 22,0

K 355    1,3,4,6) 355 224 36 + 0,5 60 26,0 5 80 200 160 ± 0,4 0,50 1,2 1850 7,376 48,0

1) With open spoke  ribbing

2) The spools´ dimension d3 differs from DIN IEC

3) The standard colour is black

4) With an additional tube barrel which goes straight through

5) With flange covers

6) On request with a slotted core



Cylindrical barrelled delivery spools · acc. DIN IEC 264-2,
former DIN 46399

· Returnable spools
with open honeycomb ribbing
or with open spoke ribbing

· made of PS, ABS or PA

For details on packaging turn page – for material types and quality features see extra pages.

AstroPlast reserve the right to make technical changes to the range detailed in this brochure.

Type d1 d2      d3 d4 d5 d6 e1 l1        l2 y z Weight Winding Wire weight
 g cap. dm3 CU kg

________________________________________________________________________________________________________________________________

K  63 1) 63 40 11 + 0,1 15 5,5 2 15 63 49 ± 0,15 0,15 0,4 40 0,059 0,4

K  80 1) 80 50 16 + 0,2 24 7,0 2 20 80 64 ± 0,15 0,15 0,6 70 0,135 0,9

K 100 100 63 16 + 0,2 24 7,0 2 20 100 80 ± 0,2 0,20 0,6 125 0,260 1,6

K 125 125 80 16 + 0,2 24 7,0 3 20 125 100 ± 0,2 0,20 0,6 200 0,448 2,9

K 160 160 100 22 + 0,2 34 13,0 3 32 160 128 ± 0,2 0,30 0,6 350 0,965 6,3

K 200 200 125 22 + 0,2 34 13,0 3 32 200 160 ± 0,3 0,30 0,6 600 2,108 14,0

K 200 S 5) 200 125 22 + 0,2 34 13,0 3 32 200 160 ± 0,3 0,30 0,6 660 2,108 14,0

K 200/30 2) 200 125 30 + 0,5 42 13,0 3 32 200 160 ± 0,3 0,30 0,6 600 2,108 14,0

K 200/32 2) 200 125 32 ± 0,3 42 13,0 3 32 200 160 ± 0,3 0,30 0,6 600 2,108 14,0

K 200/36 2) 200 125 36 + 0,5 42 13,0 3 32 200 160 ± 0,3 0,30 0,6 600 2,108 14,0

K 250 250 160 22 + 0,2 34 13,0 4 32 200 160 ± 0,4 0,40 1,0 1050 3,431 22,0

K 250/32 2) 250 160 32 + 0,5 37 13,0 4 32 200 160 ± 0,4 0,40 1,0 1050 3,431 22,0

K 250/36 2) 250 160 36 + 0,5 42 13,0 4 32 200 160 ± 0,4 0,40 1,0 1050 3,431 22,0

K 355    1,3,4,6) 355 224 36 + 0,5 60 26,0 5 80 200 160 ± 0,4 0,50 1,2 1850 7,376 48,0

1) With open spoke  ribbing

2) The spools´ dimension d3 differs from DIN IEC

3) The standard colour is black

4) With an additional tube barrel which goes straight through

5) With flange covers

6) On request with a slotted core



AstroPlast
Kunststofftechnik GmbH & CoKG

Am Gelben Berg 5
D-59846 Sundern-Westenfeld

Telefon +49 (0) 29 33 · 840-0
Telefax +49 (0)  29 33 · 840-10

Internet: http://www.astroplast.de
e-mail: info@astroplast.de

03
 /

 2
00

2

Packaging and weights (Non-returnable)
Article Weight Contents Cardboard (mm) Gross Capacity Contents One-trip pallet (mm) Gross Capacity

g Qty L W H kg m3 Qty L W H kg m3

_________________________________________________________________________________________________________________________________

K  63 40 312 570  x 415  x 290 13,4 0,069 6240 1200  x 830  x 1630 283,0 1,623

K  80 70 350 620  x 550  x 400 25,5 0,126 5600 1250  x 1100  x 1800 423,0 2,475

K 100 125 192 620  x 550  x 400 25,0 0,126 3072 1250  x 1100  x 1800 415,0 2,475

K 125 200 84 620  x 550  x 400 17,6 0,126 1344 1250  x 1100  x 1750 296,5 2,406

K 160 350 640 1200  x 1100  x 1900 239,0 2,508

K 200 600 336 1200  x 1050  x 1900 217,0 2,394

K 200S 660 336 1200  x 1050  x 1900 237,0 2,394

K 200/30 600 336 1200  x 1050  x 1900 217,0 2,394

K 200/32 600 336 1200  x 1050  x 1900 217,0 2,394

K 200/36 600 336 1200  x 1050  x 1900 217,0 2,394

K 250 1050 240 1300  x 1100  x 1900 267,0 2,717

K 250/32 1050 240 1300  x 1100  x 1900 267,0 2,717

K 250/36 1050 240 1300  x 1100  x 1900 267,0 2,717

K 355 1850 81 1200  x 1100  x 1960 165,0 2,574

Packaging and weights (Returnable)
Article Weight Contents Cardboard (mm) Gross Capacity Contents Europallet

(1200 x 800 mm) Gross Capacity

g Qty L W H kg m3 Qty H – mm kg m3

_________________________________________________________________________________________________________________________

K  63 40 420 600 x 390 x 350 18,0 0,082 8400 1.900 376,0 1,824

K  80 70 196 600 x 390 x 350 15,0 0,082 3920 1.900 314,0 1,824

K 100 125 144 780 x 360 x 450 19,0 0,126 1728 1.950 253,0 1,872

K 125 200 108 800 x 530 x 420 23,0 0,178 864 1.750 206,0 1,694

K 125 200 1001 1.250 220,0 1,200

K 160 350 540 1.800 209,0 1,728

K 200 600 224 1.900 154,0 1,824

K 200S 660 224 1.900 168,0 1,824

K 200 / 30 600 224 1.900 154,0 1,824

K 200 / 32 600 224 1.900 154,0 1,824

K 200 / 36 600 224 1.900 154,0 1,824

K 250 1050 120 1.900 146,0 1,824

K 250 / 32 1050 120 1.900 146,0 1,824

K 250 / 36 1050 120 1.900 146,0 1,824

K 355 1850 54 1.960 120,0 1,872


