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Cylindrical barrelled delivery spools

Type e d, d, d d, e I, L y 'z Weight Winding Wire weight
g cap. dm® CU kg

K 100 E 100 63 16+02 24 70 2 20 100 80 = 0,2 0,20 0,6 90 0,260 1,6

K 125E 125 80 16+02 24 70 3 20 125 100 =02 0,20 0,6 150 0,448 2,9

K 160 E 160 100 22+02 34 130 3 32 160 128+02 0,30 0,6 250 0,965 6,3

K 200 E 200 125 22 +02 34 13,0 3 32 200 160 =03 0,30 0,6 450 2,108 14,0

Because of the low tare weight these spools are preferably used for export.

For appropriate reasonable quantity the spools also can be made of special colors.

For details on packaging turn page — for material types and quality features see extra pages.

AstroPlast reserve the right to make technical changes to the range detailed in this brochure.



- acc. to DIN [EC 264-2,
former DIN 46399

Non-returnable spools with open spoke ribbing

made of PS
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Packaging and weights (Non-returnable)

Article Weight Contents Cardboard (mm) Gross Capacity  Contents One-trip pallet (mm) Gross Capacity
g Qty L w H kg m3 Qty L w H kg m3
K 100 E 90 192 620 x 550 x 400 18,3 0,126 3072 1250 x 1100 x 1800 308,0 2,475
K125 E 150 84 620 x 550 x 400 13,6 0,126 1344 1250 x 1100 x 1750 232,5 2,406
K 160 E 250 640 1200 x 1100 x 1900 175,0 2,508
K200 E 450 336 1200 x 1100 x 1900 166,5 2,508
Packagi d weights (Returnable)
Article Weight Contents Cardboard (mm) Gross Capacity Contents Europallet Gross Capacity
(1200 x 800 mm)
g Qty L w H kg m? Qty H-mm kg m3
K 100 E 90 144 780 x 360 x 450 14,0 0,126 1728 1.950 192,0 1,872
K125 E 150 108 800 x 530 x 420 18,0 0,178 864 1.750 162,0 1,694
K 160 E 250 540 1.800 155,0 1,728
K 200 E 450 224 1.900 121,0 1,824
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