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AstroPlast
Kunststofftechnik GmbH & CoKG

Am Gelben Berg 5
D-59846 Sundern-Westenfeld

Telefon +49 (0) 29 33 · 840-0
Telefax +49 (0)  29 33 · 840-10

Internet: http://www.astroplast.de
e-mail: info@astroplast.de

Packaging and weights (Returnable)
Article Weight Contents Europallet Gross Capacity

(1200 x 800 mm)

g Qty H-mm kg m3

__________________________________________________________________________________________________________________________

K 160 R 480 540 1800 209,0 1,728

K 200 R 770 224 1900 154,0 1,824

K 200 RV 900 224 1900 182,0 1,824

K 200/36 RV 900 224 1900 182,0 1,824

K 250 R 1350 120 1900 146,0 1,824

K 250-120/22 R 1350 120 1900 146,0 1,824

Packaging and weights (Non-returnable)
Article Weight Contents Cardboard (mm) Gross Capacity

g Qty L W H kg m3

_________________________________________________________________________________________________________________________

K 160 R 480 640 1200   x 1100   x 1900 239,0 2,508

K 200 R 770 336 1200   x 1050   x 1900 217,0 2,394

K 200 RV 900 336 1200    x 1050   x 1900 257,0 2,394

K 200/36 RV 900 336 1200    x 1050   x 1900 257,0 2,394

K 250 R 1350 240 1300    x 1100   x 1900 267,0 2,717

K 250-120/22 R 1350 240 1300    x 1100   x 1900 267,0 2,717



Spools with cylindrical barrel · spools according DIN IEC 264-2

· with inner support of the barrel and radius
between flange and barrel

· on request with an additional tube barrel
which goes straight through

· made of PS, ABS, PA or PA/GF
(mainly made of PA/GF)

For details on packaging turn page – for material types and quality features see extra pages.

AstroPlast reserve the right to make technical changes to the range detailed in this brochure.

Type d1 d2 d3 d4 d5 d6 e1 l1 l2 y z Weight Winding Wire weight
(PA/GF) cap. dm3 Cu Kg
g

_____________________________________________________________________________________________________________________

K160 R 160 100 22+0,2 34 13,0 3 32 160 128± 0,2 0,30 0,6 480 0,965 6,3

K 200 R 1) 200 125 22+0,2 34 13,0 3 32 200 160± 0,3 0,30 0,6 770 2,108 14,0

K 200 VR 1) 2) 200 125 22+0,2 34 13,0 3 32 200 160± 0,3 0,30 0,6 900 2,108 14,0

K 200 /36 VR 2) 3) 200 125 36+0,5 42 13,0 3 32 200 160± 0,3 0,30 0,6 900 2,108 14,0

K 250 R 1) 250 160 22+0,2 34 13,0 4 32 200 160± 0,4 0,40 1,0 1350 3,431 22,0

K 250-120/22 R 4) 250 120 22+0,2 34 13,0 4 32 200 160± 0,4 0,80 1,0 1350 4,838 31,0

  1)  delivery with an additional tube barrel which goes straight through

  2)  with additional reinforcement

  3)  the spools dimension  d3 differs from DIN IEC

  4)  with an additional tube barrel which goes straight through



Spools with cylindrical barrel · spools according DIN IEC 264-2

· with inner support of the barrel and radius
between flange and barrel

· on request with an additional tube barrel
which goes straight through

· made of PS, ABS, PA or PA/GF
(mainly made of PA/GF)

For details on packaging turn page – for material types and quality features see extra pages.

AstroPlast reserve the right to make technical changes to the range detailed in this brochure.

Type d1 d2 d3 d4 d5 d6 e1 l1 l2 y z Weight Winding Wire weight
(PA/GF) cap. dm3 Cu Kg
g

_____________________________________________________________________________________________________________________

K160 R 160 100 22+0,2 34 13,0 3 32 160 128± 0,2 0,30 0,6 480 0,965 6,3

K 200 R 1) 200 125 22+0,2 34 13,0 3 32 200 160± 0,3 0,30 0,6 770 2,108 14,0

K 200 VR 1) 2) 200 125 22+0,2 34 13,0 3 32 200 160± 0,3 0,30 0,6 900 2,108 14,0

K 200 /36 VR 2) 3) 200 125 36+0,5 42 13,0 3 32 200 160± 0,3 0,30 0,6 900 2,108 14,0

K 250 R 1) 250 160 22+0,2 34 13,0 4 32 200 160± 0,4 0,40 1,0 1350 3,431 22,0

K 250-120/22 R 4) 250 120 22+0,2 34 13,0 4 32 200 160± 0,4 0,80 1,0 1350 4,838 31,0

  1)  delivery with an additional tube barrel which goes straight through

  2)  with additional reinforcement

  3)  the spools dimension  d3 differs from DIN IEC

  4)  with an additional tube barrel which goes straight through



03
 /

 2
00

2

AstroPlast
Kunststofftechnik GmbH & CoKG

Am Gelben Berg 5
D-59846 Sundern-Westenfeld

Telefon +49 (0) 29 33 · 840-0
Telefax +49 (0)  29 33 · 840-10

Internet: http://www.astroplast.de
e-mail: info@astroplast.de

Packaging and weights (Returnable)
Article Weight Contents Europallet Gross Capacity

(1200 x 800 mm)

g Qty H-mm kg m3

__________________________________________________________________________________________________________________________

K 160 R 480 540 1800 209,0 1,728

K 200 R 770 224 1900 154,0 1,824

K 200 RV 900 224 1900 182,0 1,824

K 200/36 RV 900 224 1900 182,0 1,824

K 250 R 1350 120 1900 146,0 1,824

K 250-120/22 R 1350 120 1900 146,0 1,824

Packaging and weights (Non-returnable)
Article Weight Contents Cardboard (mm) Gross Capacity

g Qty L W H kg m3

_________________________________________________________________________________________________________________________

K 160 R 480 640 1200   x 1100   x 1900 239,0 2,508

K 200 R 770 336 1200   x 1050   x 1900 217,0 2,394

K 200 RV 900 336 1200    x 1050   x 1900 257,0 2,394

K 200/36 RV 900 336 1200    x 1050   x 1900 257,0 2,394

K 250 R 1350 240 1300    x 1100   x 1900 267,0 2,717

K 250-120/22 R 1350 240 1300    x 1100   x 1900 267,0 2,717


